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PC Based SDRs Better
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SDR-1000 Project Began

SDR-1000 Shipped

SDR-1000 Development System

FLEX-1500 Shipped

FLEX-5000 Shipped

FLEX-3000 Shipped
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Introducing the FLEX-1500
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·160-6m

·48 kHz Panadapter

·>80 dB IMD DR3

·All Mode

·5W PEP & CW

·0 dBm Transverter IF

·10MHz Ref. Input

·USBInterface

·Only 1.2 Pounds

·ήȱ 7 Ø ΰȱ $ Ø άȱ (



The FlexRadio Family
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FLEX-VU5k VHF/UHF 
Upgrade for FLEX-5000

·2 m and 70 cm

·All Mode Operation

·Cross Band Full 
Duplex

·Satellite Modes B & J

·60W Output

·+17 dBm Option

·Reference Locked LOs

·Dedicated V & U 
BNCs
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tƻǿŜǊ{5wϰ нΦл CŜŀǘǳǊŜǎ
·New User Interface ɀDownloadable Skins

·Automated Wide Band Image Rejection

·Enhanced ALC Algorithms

·New Downward Expander Transmitter Gain Shaping

·Enhanced Noise Reduction and Notch Filtering

·Completely Revamped & Improved CW Keying

· Improved Transmit/Receive Turn Around Time

·Greatly Improved FLEX-3000 ATU Algorithms

·FLEX-1500 Support

· Integrated Software Installer
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FLEX-5000 
.ŜȅƻƴŘ 5ƛǾŜǊǎƛǘȅΧ

· Fully Synchronous Receivers

· Beam Steering

· Noise Notching

· Signal Notching

· Adaptive SNR Optimization

·)Î 0Ï×ÅÒ3$2ΐ άȢΪ ÁÓ "ÅÔÁ

· http://w9oy -sdr.blogspot.com
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CDRX-3200 32 Channel 
Synchronous Receiver

·32 Fully Independent Receivers

·Patent Pending Technology

·Synchronous to GPS System

·200 kHz Channels

·100 kHz ɀ100 MHz Tuning

·IMD DR3: >105 dB @ 100 Hz

·Phase Noise: < -150 dBc/Hz

·GigE Streaming I/Q Data

·7U Chassis, 100W Total



CDRX in the Raw
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CDRX-3200 In The Rack
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Internet

Gateway or VPN Device

Control/Streaming Data

Gateway or VPN Device

Control/Streaming I/Q Data

GPS

Antenna Array

Intercept Operator 

Consoles

CDRX-3200

Gigabit 

Ethernet

CDRX-3200 Intercept Operator

Example System Diagram



SERX-16 Survey Receiver
·180Msps Direct Sampling Receiver
·16 Streaming 250kHz Channels
·Polyphase Down Sampling DDCs
·DDCs Combine for Reconstruction
·Real-time FFT (256ɀ8192 bins)
·DDC look-back up to 4.3 seconds
·>90dB Wideband SFDR
·Phase Noise: <-150 dBc/Hz
·RX Bands: HF & Low VHF 
·70MHz and 140MHz 25 MHz BW IF 
·Optional full wideband I/Q stream
·PCI Express x4 Lanes (GigE Opt.)
·Virtex-5 SX95T FPGA



SERX-16 Survey Receiver
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SERX: 92 dBc SFDR @ -1 dBFS
180 Msps
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LTC6400-20 & 160 Msps LTC2209:  
76 dB SFDR @ -5 dBFS
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